
Structures

Zafiro
ZAFIRO is a small-sized spatial system. 
Specially designed for LED light sources, made 
of aluminium profile.
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Installation

Opal diffuser 

For other CRI values, please contact us.!
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DALI REGULATION 
AVAILABLE!

  RAL9016

  RAL7001

Z4L3OB 1x26,8W 3000 3040 lm 1180 2,0 203,90
Z4L3OG 1x26,8W 3000 3040 lm 1180 2,0 203,90
Z4L4OB 1x26,8W 4000 3360 lm 1180 2,0 203,90
Z4L4OG 1x26,8W 4000 3360 lm 1180 2,0 203,90
Z4H3OB 1x38W 3000 4640 lm 1180 2,0 227,70
Z4H3OG 1x38W 3000 4640 lm 1180 2,0 227,70
Z4H4OB 1x38W 4000 5160 lm 1180 2,0 227,70
Z4H4OG 1x38W 4000 5160 lm 1180 2,0 227,70
Z6L3OB 1x40,2W 3000 4560 lm 1740 2,9 304,80
Z6L3OG 1x40,2W 3000 4560 lm 1740 2,9 304,80
Z6L4OB 1x40,2W 4000 5040 lm 1740 2,9 304,80
Z6L4OG 1x40,2W 4000 5040 lm 1740 2,9 304,80
Z6H3OB 1x57W 3000 6960 lm 1740 2,9 340,80
Z6H3OG 1x57W 3000 6960 lm 1740 2,9 340,80
Z6H4OB 1x57W 4000 7740 lm 1740 2,9 340,80
Z6H4OG 1x57W 4000 7740 lm 1740 2,9 340,80
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